SANUVO X

R+

IN DUCT purification
UV air sterilization system

The Sanuvox R+ represents an evolution in UV In-
Duct Air Treatment. The high-efficiency patented
design destroys airborne bio-chemical
contaminants while providing important user
information on the 3” Back-Lit LCD display.

Installed into the return or supply plenum, the
Sanuvox proprietary process maximizes dwell
(contact) time between the air and UV energy.
With the ability to treat homes up to 4,000 sq.ft.,
the Sanuvox R+ represents the very best in UV Air
Purification.

R+ GX
— FEATURES

e Whole home system designed to destroy
viruses, germs, bacteria, mold, chemicals,
odors, allergens & VOCs

e Patented process incl. High-Intensity 19mm
Quartz UVC/UVV 'J' Lamp

e 3" LCD Display provides user information

e Most advanced air treatment system available

e Multi voltage ballast 120-240 VAC

e Microprocessor controlled Thermistor for
automatic operation

e UV Chamber rotates 360 degrees for up-flow or
down-flow systems

e ETL certified

Contaminated air
enters the Sanuvox R+
parallel to the UV Lamp_
increasing contact
time with the UV
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The Turbulator spins
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The Aluminum  —
Reflector Chamber
directs the UV energy
for optimal purification

The treated air then —
circulates through the

Ventilation Duct

Warm-Up Function (30 seconds) ‘Stand-By Function (waiting for air-flow)
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